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CAUTION: CHECK THE SERIAL NUMBER OF 't'll'.'_'!l_Ilfr l
RIFLE BEFORE USING THIS MAMNUAL. This manua
applies only to M-77 rifles having serial numbers **79-50000"" and
above. This includes aif 3 digit prefixes, beginning with **770A
00001”. Please call or write us giving the full serial number o
your M-77 and an applicable Manual will be sent promptly. o

READ THE INSTRUCTIONS AND WARNINGS
IN THIS MANUAL CAREFULLY

BEFORE USING THIS FIREARM

THIS INSTRUCTION MANUAL SHOULD ALWAYS ACCOMPANY THIS $ 3 Du
AND BE TRANSFERARED WITH IT UPON CHANGE OF OWNERS v — —

OR WHEMN THE FIREARM 15 LOANED OR PRESEMTED TO ANOTHER PERSOM.

A COPFY OF THE INSTRUCTION MANUAL FOR EACH MOGEL RUGER FIREARM
IS AVAILABLE FROM THE FACTORY OM REQUEST.
THESE IMSTRUCTHON MANUALS CONTAIN IMPORTANT WARMINGS
WHICH MUET BE UNDERSTOID BEFORE USING THESE FIREARMS.

STURM., RUGER and Company, Ine.
Southpoert, Connecticut 06490 U.S.A.

ALL RUGER FIREARMSE ARE DESIGNED AND MAHUFACTURED
IM RUGER FACTORIES IM THE UMITED STATES OF AMERICA
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FIREARMS SAFETY — YOUR RESPONSIBILITY

SAFETY MUST BE THE FIRST AND CONSTANT CONSIDERATION OF
EVERY PERSON WHO HANDLES FIREARMS AND AMMUNITION,

* This Instruction Manual is designed 1o assist you in learning how (0 use and care for
vour rifle properly.

Only when you are certain vou fully understand the Manual and can properly carry
out its instructions should you practice loading, unloading, etc. with live ammunition.

If vou have any doubts about vour ability 1o handle or use a particular type of gun
safely, then you should seek supervised instruction.

Such personalized instruction is often available from gun dealers, gun clubs or
police departments. [T none of these sources ¢an help you, write to the National Rifle
Association, Washington D.C. 20036. They will assist vou.

The person with a gun in his possession has a full-time job, He cannot guess; he
cannot forget, He must know how to usc his fircarm safely. Do ror use any firearm
withou! having a complete understanding of ifs particular characteristics and saffe use.
Remember: There is no such thing as a foolproof gun,
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Crther Cautions and Warnings Appear Throughout the Manual

ALTERATION WARNING

Sturm, Ruger & Company, Inc. will not be responsible for aay alteration of
any part of this firearm after it leaves our control, or for the addition or substitu-
tion of parts or accessories not manufactured by Sturm, Ruger & Company, Inc.
This product was designed to function properly in its original condition, Any
changes made in this product are specifically contrary to our instructions and we
expressly do snor authorize any changes to be made after manufacture. Do nor
Jeopardize vour safety or the sqfety of others by making modifications to your
Sirearm.

B LR god M7 mee LS egisderad Irsghoerarks
Fraire contenis copynghy 1990 by Scurme Buger & Company. L.

FIREARMS ARE DANGEROUS WEAPONS —
READ THE INSTRUCTIONS AND WARNINGS
IN THIS MANUAL THOROUGHLY AND
CAREFULLY BEFORE USING THIS FIREARM

THE RUGER M-77 BOLT ACTION RIFLE

GENERAL INFORMATION AND
MECHANICAL CHARACTERISTICS

The Ruger M-T7% is a bolt action, magazine-fed, repeating rifle.

The M-77 is available in two action lengths. the Short Stroke { magazine box length
of 2.92") and the long { magazine box length of 3.347). The Integral Base receiver is
machined on top to form integral scope mount bases which accommaodate the Ruger
steel one-inch. tp-ofl nng mounts.

A set of two rings is packed with each Integral Base receiver e ar the 1actory.

Onher notable features of the M-TT rifle are: Hand-checkered walnut stock.,

patented bedding sysiem, quick release hinged floor plate, long spring-type extractor,
safely located on the receiver tang, conveniently located external bolt stop, blt‘Ll

trigger and, on those models equipped with open sights, a ramp gold bead front sight
and rUMII'IE leafl rear sight — adjustable for elevation and mndage

HEEITMET_EE‘-F scnPE MOUNT EASEE {mhgrinll

TRIGGER BOLT HANDLE
MAGAZINE LATCH

FIRING Pl
(Disassembly Hole)

FIGURE 1. Cumponents frequently referred to are identified. In this illustration the
firing pin is shown cocked (protruding from the rear of the bolt sleeve) revealing the
disassembly hole in the lower portion of the firing pin.

AMMUNITION

M-77 rifles are chambered for many of the most efficient and popular factory
lpaded cartridges manufactured in accordance with U.S. industry practice. The
particular caliber for each rifle is rollmarked on the barrel. Use cartridees onlv of the
designated caliber that is marked on the barrel, Please see AMMUNITION NOTICE,
AMMUNITION WARNING, and LOADING WARNING on page 4.
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DANGER—AMMUNITION WARNING

Firearms may be damaged, and death or serious injury to the shooter or other
persons may result from any condition which contributes 1o the generation of
excessive pressure, or the uncontrolled release of gas, within a fircarm. The fore-
going adverse conditions can be caused by bore or chamber obsiructions, pro-
pellant powder overloads, or by defective, incorrect, or improperly loaded and
assembled cartridee components.

It is extremely dangerous 1o use a cartridge whose pressure is greater than that
developed by canridges loaded to Industry Standards. Even the strongest
firearm can be blown up as a result of excessive pressure.

AMMUNITION (CARTRIDGES) NOTICE

WE SPECIFICALLY DISCLAIM RESPONSIBILITY FOR ANY
DAMAGE OR INJURY WHATSOEVER OCCURRING IN CONNECTION
WITH, OR AS THE RESULT OF, THE USE IN RUGER RIFLES OF
FAULTY, OR NON-STANDARD, OR *““REMANUFACTURED" OR
HAND LOADED (RELOADED) AMMUNITION, OR OF CARTRIDGES
OTHER THAN THOSE FOR WHICH THE FIREARM WAS ORIGINALLY
CHAMBERED.

LOADING WARNING

Be certain the primer of each cartridge is seated Mush with, or below, the
surface of the cartridge case base. A primer discharged by the closing of the bolt
can result in a premature discharge of the cartnidge with possible serious injury
to the shooter and those nearby. Also, do not use exceptional force to close the
bolt over a cartridge. If a cartridge does not chamber readily, check the bore and
chamber to be certain they are free of obstructions. If they are clear, and the
cartridge does not chamber readily, then check the cartnidge to be certain it is the
proper caliber, and of correct dimensions, for the rifle.

BORE OBSTRUCTIONS WARNING

Before loading or shooting the rifle, be certain the bore is unobstructed. Firing the
rifle with any obstruction in the bore may result in severe damage (o the rifle and
serious injury to the shooter and other persons nearby.

[f you suspect the rifle may have excess oil, grease or cosmoline in the barrel, orifit
may have been exposed to humid conditions which could cause condensation, or to
rain or snow which might have entered the bore, inspect the bore visually to be sure
that it is clear. ]

A gun user should know that a lodged bullet is a common form of bore obstruction.
Therefore the following information on how a bullet may become lodged in the bore,
and how it should be removed, deserves careful reading and heeding!

1) A bullet may become lodged in the bore if (assuming the trigger has been pulled
with a live cartridge in the chamber) the cartridge contains no powder, or the powder
fails to ignite, and only the primer charge ignites, resulting in insufficient force to pro-
pel the bullet out of the bore. .

2} A bullet may become lodged in the bore if, in unloading an unfired cartridge
from the rifle, the cartridge case only is removed, thus leaving the bullet lodged in the
bore.

The two conditions described above occur most frequently with reloaded ammuni-
tion bui, however an obstruction occurs, proceed as follows, with the rifle pointing in
a safe directfion;

— Open the bolt and, if present, extract the cartridge case.
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— Any cartridges in the magazine should be removed by releasing the floor plate
(by pressing on the magazine latch) and catching the cartridges as they drop out of the
opening.

— Insert a proper size cleaning rod (without a tip or brush) into the bore from the
muzzle and remove the bullet. If the bullet does not readily dislodge, it may be neces-
sary 10 lightly tap the handle end of the cleaning rod. Do not attempt to remove a
lodged bullet using a blank cartridge, or a cartridge from which the bullet has been
removed, or by any means other than the use of a cleaning rod. Be certain all loose
powder has been removed from the bore and action before inserting the rod.

After removing the obstruction, reinspect the bore to be certain it is free of powder
particles or other debris. Clean the mechanism of unburned powder grains.

REMEMBER: Always check the bore for an obstruction if vou experience diffi-
culty in chambering a cartridge, experience a failure 1o extract, have a misfire, or the
rifle does not make a normal loud report on firing.

A misfire or unusual report is always a signal to cease firing and immediately
examine the bore of the firearm. Inspect the bore visually—and with a rod if necessary
— to be certain it is completely clear of any obstruction.

CAUTION: CHECK THE SERIAL NUMBER OF YOUR RIFLE BEFORE PROCEEDING.
The information on this and several of the following pages applies only to M-7T7
rifles which have the seral number prefix “7T9-" followed by the number 50000, or
above. This includes all 3 digit prefixes, beginning with “770-00001". If your rifle
has a serial number below “T9-50000", do not usa this manual. Pleasa talaphona
or write us giving the full serial number of your M-77 and an applicable Manual will
ba zant promptly.

THE SAFETY AND ITS OPERATION

WARNING: THE USER SHOULD NEVER DEPEND ON A SAFETY MECHAN-
ISM OR ANY OTHER MECHANICAL DEVICE TO JUSTIFY CARELESS
HANDLING OR PERMITTING THE RIFLE TO POINT IN AN LUUNSAFE
DIRECTION.

Figure 2. Figure 3.
Safely is Safety is
‘on” only “off" when
when it is in safety is in
its extreme its extreme
rearward forward
position position
and the and the
"5 is Tally “F" is fally
showing. showing.
SAFE FIRE

The M-77 safety button can be moved to the safe position (3™ showing) only when
the firing pin is cocked. Fully raising the bolt handle cocks the firing pin. The bolt
handle can be fully raised and lowered (and the bolt can be opened and closed) when
either the “F~ or *5" is shm‘ilg,

The cocking piece section of the finng pin protrudes from the rear of the bolt sleeve
when the firing pin is cocked —as shown 1n Figure 1. This prolrusion serves as a cocking
indicator which can be felt as well as seen.

NOTE: When the safety button is positioned so the **S" is fully showing, the safety
is said to be “‘on’" (safe). When the safety button is positioned so the “F*” is fully
showing, the safety is said to be ““of " (ready to fire).

When the nifle is loaded, unless it is (o be fired immediately, THE SAFETY
SHOULD BE AT ITS EXTREME REARWARD POSITION with the “*S" fully
showing. When operating the safety button (with the thumb) the user will feel
additional resistance to movement of the safety before it reaches its extreme rearward
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