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FIREARMS SAFETY — YOUR RESPONSIBILITY

SAFETY MUST BE THE FIRST AND CONSTANT CONSIDERATION OF
EVERY PERSON WHO HANDLES FIREARMS AND AMMUNITION.

This Instruction Manual is designed to assist you in leaming how Lo use and care for your
revolver properly.

Omly when you are certain you fully understand the Manual and can properly camry outits
instructions should you practice loading, unloading, etc. with live ammunition.

If you have any doubts about your ability to handle or use a particular type of gun safely,
then you should seek supervised instruction.

Such personalized imstruction is often available from gun dealers, gun clubs or pohice
departments. If none of these sources can help you, write to the National Rifle Association,
Washington D.C. 20036. They will assist you

The person with a gun in his possession has a fulk-time job. He cannot guess; he cannot
forget. He must know how to use his firearm safely. Do not use any firearm without having a
complete understanding of its particular characteristics and safe use. Remember. There is

no such thing as a foolprool gun.
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ALTERATION WARNING

Sturm. Ruger & Company, Inc. will not be responsible for any alteration of any
part of this Aircarm afler it leaves our control, or for the addition or substitution of parts
or accessories not manufactured by Sturm, Ruger & Company, Inc. This priduct was
designed to function properly in its original condition. Any changes made in this
product are specifically contrary to our instructions and we expressly doror authoree
any changes to be made after manufacture. Do noljeopardize your safery or the safecy
af athers by making modifications o yowr firearm.

“RUGER", STMGLE-5TX" and “BLACKHAWK" aré regisiered 1.5 Trademarks.
Entire coaments cogryright 1386 by Stmm, Ruger & Company, Inc.
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FIREARMS ARE DANGEROUS WEAPONS —
READ THE INSTRUCTIONS AND WARNINGS
IN THIS MANUAL THOROUGHLY AND
CAREFULLY BEFORE USING THIS FIREARM

THE RUGER NEW MODEL BISLEY
SINGLE ACTION REVOLVER

GENERAL INFORMATION AND
MECHANICAL CHARACTERISTICS

The mechanism of the Ruger Bisley differs significantly from that of other single action
revolvers. It has many of the features of the Ruger New Model Single Action Revolvers, with
certain important differences, such as the frame, hammer, trigger, and prip frame. The infor-
mation and instructions which follow apply only to the New Model Bisley revolver.

A careful reading of this manual and study of the detailed illustrations will help you to
understand the logic of the New Model Bisley mechanism and to make full use of the advan-
tages which it provides.

Unlike the carlier sm,g,l.: action revolvers which had four hammer positions — “cocked”,
“loading”, " qff.‘v"und ‘all the way forward” — the New Model Bisley has only two ham
mer positions — “cocked ' and “all the way forward".

The Mew Model Bisley mechanism incorporates a trangfer bar. The ransfer bar —
which is raised into firing position as the trigger is pulled to the rear — transmits the energy of
the hammer blow to the firing pin. This transfer bar mechanism makes a “safety” notch
UNNEeCcessary.

The gate (loading gate) can be opened only when the hammer and tngger are fully for-
ward. Opening the gate immobilizes the trigger, hammer, and transfer bar. When the gate is
opened the cylinder is unlatched and can be turned, by hand, for loading or ejection. When the
gate is closed, the cylinder latch functions in the normal manner. The loading notch is
therefore unnecessary in the New Model Bisley design

The mechanism of the New Model Bisley provides maximumn security against accidental
discharge. As with any other firearm, however, the New Model Bisley must be used with
strict attention to correct safety practices. In addition, the revolver should be inspected fre-
quently to assure that it is working properly.

Parts referred to frequently
are indicated by arrows.




The Ruger New Model Revolver mechanism. (Illustrated below.) The
same basic mechanism is found in the entire line of Ruger New Model
single action revolvers — Single- Six, Blackhawk, Super Blackhawk and
Bisley.

EIECTCA RCD

TRAMSITLH FIRING FIR

EIECTCR

HAMMER FIVCT HOUEES

WA DEIFRING
ETANT

CYLINDEE LATCH

TRIGGHE AND CYLIHDER LATCH FIVOT

Machanism shown with iigger pulled snd R
baginning to fall. Tranaler bar [ in firing positicn, batwsen
hammer and firing pln,

DANGER — AMMUNITION WARNING

Firearms may be damaged, and death or serious mjury to the shooter or other
persons may result from any condition which contributes to the gencration of
excessive pressure, o the uncontrolled release of gas, within a firearm. The foregoing
adverse conditions can be caused by bore or chamber obstructions, propellant
powder overloads, or by defective, incorrect, or improperly loaded and assembled
cartridge comMpoORerEs.

It 15 extremely dangerous to use a cartridge whose pressure is greater than that
developed by cartridges loaded to Industry Standards. Even the strongest fircarm can
be blown up as a result of excessive pressure.

AMMUNITION (CARTRIDGES) NOTICE

WE SPECIFICALLY DISCLAIM RESPONSIBILITY FOR ANY DAMAGE
OR INJURY WHATSOEVER OCCURRING IN CONNECTION WITH, OR
ASTHERESULT OF, THE USE IN RUGER REVOLVERS OF FAULTY, OR
NON-STANDARD, OR “REMANUFACTURED" OR HAND LOADED
(RELOADED) AMMUNITION, OR OF CARTRIDGES OTHER THAN
THOSE FOR WHICH THE FIREARM WAS ORIGINALLY CHAMBERED.

BORE OBSTRUCTIONS WARNING

Before loading or firing a revolver examine the bore to be certain it is unobstructed.
Firing a gun with any obstruction in the bore — even a heavy coating of oil, ordrops
af wirer — may result in damage o the gun and injury to the shooter and persons
nearby.

A misfire or unusual sound upon firing is a signal to cease firing and to examine the
chambers and bore. If there is any obstruction, clear the obstruction with a bore hrush
before firing the gun.

HANDLING

CARRYING: Unlike “0ld model” Single Action revolvers which should always be
carried with the hammer down on an empiy chamber to prevent accidental discharpes cansed
by a blow to the hammer, the Ruger New Model Bisley may be carried with all chambers
loaded When the hammer and trigger are fully forward at the same time, the transfer bar is
lowered out of firing position and the hammer rests directly on the frameé not on the firing pin.
See HANDLING WARNING.

AMMUNITION

The Ruger New Model Bisley revolver chambered for the Caliber 32 H& R Magnum car-
tridge will also chamber the 32 5&W cartridge and the 32 S& W Long cartridge. The use of
other than 32 H&R Magnum carinidges, may, in some loadings, result in unsatisfactory
ACCUTACY.

The Ruger New Model Bisley revolver chambered for, 22 long rifle is intended to be used

with any standard make of .22 long rifle, long or short ammunition in either regular, high
velocity or hyper-velocity loading. )

HANDLING WARNING

Do not load the revolver until you are ready to use it

NEVER CARRY ANY REVOLVER WITH THE HAMMER COCKED OR
WITHTHE TRIGGERHELD TO THE REAR. Ifthe trigger is held to the rear, the
gun can hire if the hammer strikes the transfer bar. Note that it need not be a deliberate
effort to pull the trigger. Any situation where the trigger attains its rearward position
and permits the transfer bar to be interposed between the hammer and the firing pin
can cause the cartridge under the firing pin to discharge if the hammer falls or is struck.

NEVER DROPF OR STRIKE REVOLVER — COCKED OR UN-
COCKED — AND CARRY AND HANDLE THE REVOLVER IN SUCH A
MANNER THAT THE HAMMER WILL NOT BE STRUCK.

TO LOAD AND FIRE: Note — The loading gate cannot be opened unless the
hammer and trigger arc fully forward.
. Open the gate.
2. Turn cylinder clockwise, by hand, and insert cartridges in chambers.
3. Close gate. The revolver is now in its normal carrying condition — hammer and
tngger fully forward and transfer bar lowered out of firing position.
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